
TERRA 
IP68 BURIED INGROUND UPLIGHT



Since 2004 the ROVASI Technical Department has expertise in 
designing and developing outdoor lighting fixtures.

How can we ensure that the project that has been designed lasts 
over time?

Maximum standards of security and quality are always a fundamental 
premise to develop exterior luminaires.

ROVASI OUTDOOR BURIED UPLIGHTS

··



IP67 INGROUND BURIED UPLIGHTS

Lotus

IP68 INGROUND BURIED UPLIGHTS

Terra Terra SQ Lithos

IP68 BURIED LUMINAIRE FOR GROUND ILLUMINATION

Pivot

··



IP68 protection rating that enables it to resist immersion to a depth of 1m.

Protection rating for resistance to harmful mechanical impacts: IK10.

··

TERRA, the IP68 and IK10 uplight



TERRA, the IP68 and IK10 uplight

· Load supported: 6600 Kg. They can be driven over by vehicles with
pneumatic tyres.

· High-purity aluminium reflector in assorted finishes: facetted metalized
or sandblasted anodised depending on the beam angle outcome.

· Honey comb anti-dazzle screen accessory to increase visual comfort.

· Passive temperature management: heat dissipation flows through an
aluminium heat sink.

· Ground mounted by two fixing holes.

· Supplied with aluminium insertion tube as standard. Insertion tube
for flush installation as accessory.

· Pre-wiring of 1.5 metres cable 3x1,5mm2.

· IP68 connector to be ordered separately.

··



The quality of the base material is extremely important; the purer it is, 
the more resistant it is to being exposed to the weather conditions.

C5-M special coating for highly corrosive environments is applied to 
the aluminium housing.

Category Exterior environment Interior environment

C5 - M  
Very High
(marine)

Inshore areas and offshore 
areas of high salinity.

Buildings and areas of almost 
constant condensation and 
high contamination.

TERRA, environmental resistance

··



5mm body wall thickness. 10mm protection glass diffuser.

A4 stainless steel locking screw. 
Optional supply of A2 stainless steel 
vandal-resistant screw.

Temperature resistant silicone rubber gasket.

IP68 Double cable gland entry for 
installation in series.

TERRA, the IP68 and IK10 uplight

3mm COB protection glass diffuser.

4mm 316L stainless steel trim.

TERRA, environmental resistance

··



Colour temperature : 2700K · 3000K · 4000K

Colour Rendering Index : 80

MacAdam 3

Photobiological safety group : 1

TRIDONIC highly efficient COB.

··

TERRA, the COB data



Rated median useful life: 
50.000h L90/B10 

Energy effciency : A++

Class I

Glow wire test : 850º

··

TERRA, technical parameters



The Tridonic driver is on the inside of the fixture.

155mm ON
OFF

DALI
DSI

··

TERRA, electronic options



19º 25º 34º

11W : min 1960lm <> max 2125m

285

LITHOS TERRA LITHOS TERRA TERRA TERRA TERRA TERRA

285

TERRA TERRA TERRA TERRA TERRA LITHOS TERRA LITHOS

··



Light 
Ivory

Colza
Yellow

Luminous 
Yellow

Pearl Gold Yellow Orange Vermilion Luminous 
Bright Red

Heather Violet Traffic Purple

Ultramarine 
Blue

Light 
Blue

Turquoise 
Blue

Moss
Green

Grass
Green

Yellow Green

Iron 
Grey

Anthracite 
Grey

Pebble
Grey

Chocolate 
Brown

Black
Brown

Signal
White

Satin
Bronze

Jet 
Black

White
Aluminium

Pure 
White

Traffic
White

+ C5-M

C5-M (Marine) COATING
Special coating for environments 
with very high corrosivity.
Areas near to the coast and spa-
ces with high salinity. 

+RAL

Other RAL colors or product 
finishes are available upon 
request.

STAINLESS STEEL
316L Marine Grade

RAL1015
Ref.19

RAL1021
Ref.18

RAL1026
Ref.17

 RAL1036
Ref.5

RAL2000
Ref.20

RAL2002
Ref.16

RAL3026
Ref.15

RAL4003 
Ref.22

RAL4006
Ref.23

RAL5002
Ref.25

RAL5012
Ref.24

RAL 5018
Ref.26

 RAL6005
Ref.29

RAL6010
Ref.28

RAL6018
Ref.27

 RAL7011
Ref.32

RAL7016
Ref.4

RAL7032
Ref.30

RAL8017
Ref.31

RAL8022
Ref.33

RAL9003
Ref.34

RAL9005
Ref.2

RAL9006
Ref.7

RAL9010
Ref.1

RAL9016
Ref.35

··

TERRA, finishes · colour chart



We only work with the best components. This enables us to offer a total 

guarantee that all the luminaires we design and manufacture meet the very 

highest quality standards and strictly comply with current regulations.

The quality of our products is translated into security and peace of mind 

once the project has been completed.

Because we want to share and transmit the benefits of this quality commitment 

with all our customers, all our range has a  guarantee for 5 years. 

··

TERRA, 5 years guarantee



The engineer from our technical team and the adap-
tability of our installations enable us to study, design 
and manufacture custom lighting systems based on 
the requirements and needs of each project.

Our installations are fully equipped with the neces-
sary resources and the best specialised professio-
nals to take on any custom order. 

We always adapt to the needs of the project, manu-
facturing a new product from the ground up based 
on a simple functional description or working from 
sketches provided by a customer or external desig-
ner.

Furthermore, we can make minor modifications to 
products that already exist or create entirely new 
ones based on your design criteria.

··

TERRA, bespoke solutions



facebook.com/rovasi.sl

twitter.com/rovasi_sl

linkedin.com/company/rovasi

instagram.com/rovasi_sl

FM 39346 EMS 55468FM 39346 EMS 55468

ROVASI SL
Ronda de la Font-Grossa, 15
Pol. Ind. La Gavarra
08540 Centelles | Barcelona

www.rovasi.com
info@rovasi.com
Tel. +34 93 881 35 12

ROVASI is a proud member of

ROVASI is a certified manufacturer:

DLIGHT CONCEPTS
The Old Water Works,
Knockenduff, Tramore,
Co. Waterford, Ireland.
X91 XD4V

www.dlight.ie
info@dlight.ie
Tel. +353 051 393464

facebook.com/Dlight.ie

linkedin.com/company/dlight-concepts-limited/

instagram.com/dlight_ie
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